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Initial Information

» Sightseeing tour from Las Vegas
to Hoover Dam

» Normal departure — visual flight
rules

» Calm wind, good visibility
o Standardized tour route

2 7 |NTSB



Fli

ey

rescentlilsland
# #Sand Island
o 4

Path approximate
and not to scale, for

dul W X ’
o ".bi ' A {
|

visualization-only A , 36°03'46 68" N 1/14:58'31/98:W 16v 169 7.1t b Ak




AEL TR

Y
*.%“».
W e g ver Dam &
3,300 feet, o oo \ 1

90° off

Steep descent and
crash site

/ <
A
—

‘i.‘. #‘\ .

. 73 ‘ . ;
& 3 .z.s . o W ’ ?'~" - —:‘
T 1 ¢ s
Sudden climb and turn &=
‘g‘l | et "";-, , \".\ ‘:- '/./: : z

e

Path approximate
and not to scale, for
visualization only



D VTS U

‘-~ | Fuselage (™

. and engine \‘;:\_;
.;t LR e \35:“*

. b oo . 5
, B %‘} o
o Wb ae A .\> R
= o S - - -
v‘ { -- -5 . » .

- s

-~

O

» 3
- ’Qf-

s



Preflight Sequence

» 100-hour maintenance Inspection
conducted

» Fore/aft serve replaced
» Check flight flown
o 2 tour flights flown

« Accldent occurred on

* Third tour flight
3.5 flight hours after maintenance
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View of Helicopter Components
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Initial FIndings

 NO evidence of nonstandard
flight

* No evidence of bird strike
o Altitude clear of terrain/obstacles

o \Weather not a factor
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Input Rod and Servo
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Safety Issues

» Reuse of degraded self-locking nuts
» Maintenance personnel fatigue

* | ack of work cards with delineated
Steps

» Lack of human facters training for
maintenance personnel

10 7 /|NTSB



Parties to the Investigation
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Accredited Representative

* Bureau a’Enquetes
(BEA)
» Eurocopter

» [Urnomeca




Federal Agency Assistance
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